
Model ProR312J Zoning Panel

ProZone
Intelligent Zoning

The ProR312J controls gas/electric systems and both 

conventional and dual fuel heat pumps. The panel includes a 

built in fresh air controller meeting  ASHRAE 62-2 and Title24.

The ProR312J features out of the box operation, plug and play 

dampers, tutorial installation and cloning making the panel an 

economical and powerful solution for the RNC market and 

retrofit applications.

Made in the USA

Contractor Feature Sheet Rev A Jan 2015
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RNC and Retrofit Applications 
ProR Series



Relay

Relay

Relay

Relay

DMPR1DMPR2DMPR3PANELFAD HVACTSTAT1TSTAT2TSTAT3

R
O
B/W
Y1
G

H
V

A
C

 E
Q

U
IP

M
EN

T

ZO
N

E
D

A
M

PE
R

1

ZO
N

E
D

A
M

PE
R

2

ZO
N

E
D

A
M

PE
R

3

FR
ES

H
A

IR
D

A
M

PE
R

Y2

C
O

M
C

O
M

2
4

V

24VAC

G
N

D
P

R
S

O
A

T

LA
T

O
A

T

LA
T

+V
D

C

SENSORS

ProZone
ProR312J

R

R

R

C

C

C

W1/OB

W

W

W2/E
Y

Y

Y

G

G

G

ZO
N

E1
 TSTA

T
ZO

N
E2 TSTAT

ZO
N

E3 TSTAT

Multi-color LEDs indicate the call 
status of each zone thermostat.

Multi-color LED indicates the call 
status of the HVAC equipment.

Multi-color LED indicates the 
status of the zoning panel.

LEDs indicate when dampers 
are open or closed.

Control gas/electric
or heat pumps with 
single stage heating 
and two stage cooling.

Connectors for 
plug and play 
zone dampers.

Connector for 
powering and 
monitoring a 
fresh air damper.

24VAC power connections.

Push terminals for leaving air sensor and optional 
outdoor temperature sensor and duct pressure sensor.

Push terminals for
heat/cool thermostat.

Connector for PDMi3 carried by installer 
to set options and clone multiple panels.

Jumper plugs for 
selecting type of
equipment.

LED is green when 
fresh air damper 
is open.

Push terminals for 
heat/cool or heat
pump thermostat.

Electronic circuit breaker/fuse.

26072 Merit Circle #110 / Laguna Hills, CA 92653
949-916-0945 Fax 949-458-8502 www.ProZone-US.com

ProZone
Intelligent ZoningAll products have a 5-year warranty, limited to the repair or 

replacement of the product due to defective material or 
workmanship.

5-Year Warranty
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Model ProR212J

Pro R Series
Programming 

Display Module

*Programmed using PDMi3 provided at no cost to qualified installers.

3 Zone Adder Panel. Used with ProC332J, ProC332JP, ProC332JW and ProC332JPW Zoning PanelsModel ProC300JX
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Pro C Series Custom Residential and Light Commercial. See the Pro C Series Brochure for more information.
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